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 integration Aluminum Solar LED Street Light 

Key Features 

Technical Specifications 
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all in one integration Galvanized iron Solar LED Street Light 6W, to 50W
Galvanized iron  housing, IP65 Waterproof
Philips Chip High bright LED upto 130LM/W
long time Lithium Battery with  Overheat protection
MPPT Controller with Varies protection and settable function 
Built in passive infrared PIR Motion Sensor,adjusts LED brightness accordingly
High transmittance,high quality tempered glass
Lifespan >50,000 hours ,Warranty 3 years
Application area : Scenic sport, Park , outdoor parking , rural roads , provincial 
road, state road , Etc

   

ISL1-6W ISL1-10W/15W ISL1-20W

ISL1-25W/30W ISL1-40WA ISL1-40WB/50W

Mode ISL1-6W ISL1-10W ISL1-15W ISL1-20W ISL1-25W ISL1-30W ISL1-40WA ISL1-40WB ISL1-50W

Rated Power 5-6W 8-10W 12-15W 20W 25W 30W 40W 40W 50W

CASING MATERIAL

12V/12W 12V/12W 12V/15W 12V/25W 12V/30W 12V/40W 18V/50W 18V/50W 18V/60W

4.2V,8.8AH 4.2V,13.2AH 4.2V,15.4AH 12.6V,10AH 12.6V,12AH 12.6V,14AH 12.6V,17.6AH 12.6V,17.6AH 12.6V,26.4AH

Controller/Driver

Protection

LED chip

POWER FACTOR
LUMINOUS FLUX

CORRELATED
COLOR TEMP.(CCT)

COLOR RENDERING
INDEX (CRI)

BEAN ANGLE
PROTECTION
GRADE
LIFE SPAN
AMBIENT HUMIDITY
AMBIENT  TEMP.
Charging time
Discharge time
working mode :

Advice pole

Warranty
Pcs/CTN
Product size

Packing size 49*26*10cm

Gross Weight 2.6kg 2.7kg 2.8kg 5kg 5kg 5.5kg 11kg 11kg 11.5kg

3 years
1

L460*W226*H50mm L650*W320*H50mm L740*W370*H75mm

44*23*10cm 72*36*11.5cm 89.5*42.5*11.5cm

<95%
–30 ~60℃

PWM charging, 6 hours of effectively sunlight
3-7 rainy day sustainable

Moving sensor + light sensor control 

3-4 meter,  Top diameter of  pole :
Min: 30mm    Max:50mm

4-5 meter, Top diameter of  pole : Min:
50mm    Max:80mm

5-6 meter, Top diameter of  pole : Min:
50mm    Max:80mm

85-90

2700-7000K, Clear when order

75

Double Angle , 140+70 °, peanuts lens, planar reflecter

IP65

＞50000h

MPPT, constant current boost driver,Three induction stages,Human infrared induction or microwave induction function, 0-
15hrs working time and 0-100% Power setup,0s~250s Sensitive time delay,  record max 7days system running status to read

by programmer divice ( Option)

Varies protection like as battery reverse connection, LED short circuit, open circuit, bat Overheat and so on.

Philips (SMD3030 chip)
1*49PCS /28PCS

Philips (SMD3030 chip)
90PCS /56PCS Philips (SMD3030 chip)  130PCS/96PCS

>0.9

Galvanized iron

Solar panel
polycrystalline   Lifespan : 25 years monocrystalline   Lifespan : 25 years monocrystalline   Lifespan : 25 years

Battery
 Li-battery   Lifespan : 6 years


