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 PV Combiner Box 

Key Features 

Technical Specifications/600V 
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PV Combiner Box, input 4/6/8/10/12/16 array

Max input 10Amp per array

Wide DC input voltage upto 600V or  1000VDC

Output 1 Way or Two way, with Breaker

IP65 Level,Comply with outdoor installation

High DC Fuse and counter-attack Protection per PV Array 

Lightning protection production

Easy to maintain

Customized on demand (dimension, strings, DC fuse etc)

   

Technical Specifications/1000V 

System Connected Graph

Model CB41 CB61 CB81 CB91 CB101 CB62 CB82 CB93 CB102
Max DC Input Voltage
Number of Input String 4 6 8 9 10 6 8 9 10
Max input current / array
input wire size / array
Max output way*current 1*40Amp 1*60Amp 1*80Amp 1*90Amp 1*100Amp 2*30Amp 2*40Amp 3*30Amp 2*50Amp
Output Terminal
Protection Level
Environment Temperature
Environment Humidity
Output DC Breaker
Lighting Module
SPD Failure Inspection
Output DC Breaker Inspection
Product size (DWH, mm) 360*340*145
Package size (DWH, mm) 470*450*255
Net weight (kg) 8.4 8.4 9.5 10.8 10.8 8.4 9.5 10.8 10.8
Gross weight (kg) 12.9 12.9 14.3 15.6 15.6 12.9 14.3 15.6 15.6

yes
yes

600Vdc

PG21
IP65

-25~60°C
0~99%

yes

PG7,4sqmm
10Amp

360*340*145
470*450*225

400*420*145
530*510*255

400*420*145
530*510*255

yes

Model CB41-H CB61-H CB81-H CB101-1 CB121-H CB161-H
Max DC Input Voltage
Number of Input String 4 6 8 10 12 16
Max input current / array
input wire size / array
Max output way*current 1*40Amp 1*60Amp 1*80Amp 1*100Amp 1*120Amp 1*160Amp
Output Terminal
Protection Level
Environment Temperature
Environment Humidity
Output DC Breaker
Lighting Module
SPD Failure Inspection
Output DC Breaker Inspection
Product size (DWH, mm)
Package size (DWH, mm)
Net weight (kg) 7.6 7.6 12.2 12.2 22 23
Gross weight (kg) 13 13 18.8 18.8 30 31

458*445*150
510*500*252

568*484*160
620*550*262

620*780*160

10Amp
PG7,4sqmm

672*846*262

yes
yes
yes

1000Vdc

PG21
IP65

-25~60°C
0~99%

yes


