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Constant current PWM Street light controller

Key Features 

Technical Specifications 
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Dimmer constant current PWM Solar Street light controller 10 /20Amp

Waterproof IP68, All in one desing, build-in LED driver ,Auto 12/24VDC 

Lead-acid and lithium battery both applicable

Infrared remote control to set Parameters

Multi-stage constant voltage charging,temperature compensation

Step-up constant current control algorithm

4 periods work mode. Any adjustable power can be 10-90%

Programmable load power/time control

Model STC10-LED-V2.0 STC20-LED-V2.0
Rated charge current 10A 20A
System voltage
Max. pv power 12V system:170W / 24V system:340W 12V system:340W / 24V system:680W
Max. load power 12V system:Max.30W / 24V system:Max.60W 12V system:Max.50W / 24V system:Max.100W
Rated load current 2A 3.3A
Max. LED series Connection 
Over load,short current protect
No-load current
Over-voltage protection
Work temperature
Boost voltage
Equalization voltage
Float voltage
Recharge voltage
Temperature compensation
Low-voltage warning
Low-voltage disconnect
Load reconnect voltage
Over-heat protection
Dimension
Weight
IP
Remote controller Infrared remote controller (optional)

11V(12V),  22V/(24V)  settable
12.6V(12V),  25.2V/(24V)

70℃
104*28*85mm

400g
IP68

12V(12V),  24V/(24V)

12V system:14 series.          24V system:14 series.
YES
≤6mA

16V(12V),  32V/24V
-35℃~60℃

14.4V(12V),  28.8V/(24V)
14.6V(12V),  29.2V/(24V)
13.8V(12V),  27.6V/(24V)
13.2V(12V),  26.4V/(24V)

-5mv/℃/2V

12V/24V Automatic detection

setting

Infrared receiving head
battery stats（red/green）LED2

charge stats（green）LED1

PV+（red）

 Battery+（Red）

PV-（Blue）

Battery（black）

load-（green）

load+ （red）

DISPLAY & CONNECTION


